803S.1 Description

This item shall govern for providing, installing, moving, replacing, maintaining, cleaning and removing upon completion of the work, all temporary or permanent street closure barricades, signs, cones, lights or other devices required to handle the traffic in conformance with the current edition of the Texas Manual of Uniform Traffic Control Devices for Street and Highways and as indicated on the Drawings or directed by the Engineer or designated representative.

Constructing A Detour, if required, shall conform to Standard Specification Item No. 801S, "Constructing A Detour". Capital Improvement Project Signs shall conform to Standard Specification Item No. 802S, "Project Signs".

This item shall also include the installation of all required safety fencing as described in the latest adopted version of Standard Detail 804S-4.

This specification is applicable for projects or work involving either inch-pound or SI units. Within the text, the inch-pound units are given preference followed by SI units shown within parentheses. * See modifications for more information

803S.2 Submittals

The submittal requirements of this specification item include:

A. Type of Barricade and proposed materials and Construction of the barricade,
B. Test results for Retro-Reflective sheeting.

803S.3 Materials

All barricades, signs, cones, lights and other types of devices to handle traffic, as indicated on the Drawings or directed by the Engineer or designated representative, shall conform to details shown on the Drawings or those indicated in the Texas Manual on Uniform Traffic Control Devices (TMUTCD).

803S.4 Construction Methods

Prior to commencement of construction, suitable "Barricades, Signs and Traffic Handling" devices shall be installed to protect the workers and the public.

The Contractor shall be responsible for the installation of all markers, signs and barricades in accordance with the Drawings and in conformance with the Texas Manual on Uniform Traffic Control Devices (TMUTCD) and/or as indicated on the Drawings or directed by the Engineer or designated representative. If, in the opinion of the Engineer or designated representative, additional markers, signs or barricades are needed in the interest of safety, the Contractor will install such as are required or as directed by the Engineer or designated representative. All changes and/or revisions to the detour/traffic control plan shall be approved by the Engineer or designated representative.

Lumber shall be painted with 2 coats of paint as indicated on the Drawings.
803S.5 Maintenance

It shall be the Contractor's responsibility to maintain, clean, move and replace if necessary, barricades, signs and traffic handling devices during the time required for construction of the project. Permanent barricades shall be constructed as required after the completion of the street by drilling holes to place the posts and concrete foundations. Foundation concrete shall be cured before the rails are attached. When no longer needed, all temporary Barricades, Signs and Traffic Handling Devices shall be removed and the area restored to its original condition or as directed by the Engineer or designated representative.

* See modifications for more information

803S.6 Measurement

The work performed and material furnished as prescribed by this item, City of Austin Standard Details, details included on the Drawings or indicated in the TMUTCD shall be measured as follows: * See modifications for more information

A. Pavement Markings.

All pavement marking required for proper installation of the designated Traffic Control Plans and Details, as well as required removal of existing pavement marking, shall be measured and paid for under Standard Specification Item No. 870S, “Work Zone Pavement Markings” and Standard Specification Item No. 874S, “Eliminating Existing Pavement Markings”.

B. Barricades, Signs and Traffic Handling.

All work performed and material furnished as prescribed by this item, City of Austin Standard Details, details shown on the Drawings or indicated in the TMUTCD, that are not included in the above paragraph, shall be measured by the number of calendar days, working days or months of actual service.

Traffic control for the project will be measured and paid for once per contract defined time period, i.e. either per Calendar Day, Working day or Month at the contract rate, regardless of the number of set-ups, locations or streets under construction.

C. Safety Fencing

Safety fencing will be measured by the lineal foot.

803S.7 Payment

The work performed and materials furnished as prescribed by this item, measured as provided under section “803S.6 Measurement” shall be paid for at the contract unit price for barricades, signs and traffic handling. This unit price shall include full compensation for furnishing, placement and removal of all materials and for all labor, tools, equipment, and incidentals necessary to complete the work.

Payment will be made under:

| Pay Item No. 803S-CD: | Barricades, Signs, and Traffic Handling | Per Calendar Day. |
| Pay Item No. 803S-MO: | Barricades, Signs, and Traffic Handling | Per Month. |
| Pay Item No. 803S-SF: | Safety Fence | Per Lineal Foot. |

End
### SPECIFIC CROSS REFERENCE MATERIALS

<table>
<thead>
<tr>
<th>Specification Item No. 803S, “Barricades, Signs and Traffic Handling”</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>City of Austin Standard Specifications</strong></td>
</tr>
<tr>
<td><strong>Designation</strong></td>
</tr>
<tr>
<td>Item No. 801S</td>
</tr>
<tr>
<td>Item No. 802S</td>
</tr>
<tr>
<td>Item No. 870S</td>
</tr>
<tr>
<td>Item No. 874S</td>
</tr>
</tbody>
</table>

**Texas Technical Documents:**

- Designation: **(TMUTCD)**
  - Description: Texas Manual on Uniform Traffic Control Devices

### RELATED CROSS REFERENCE MATERIALS

<table>
<thead>
<tr>
<th>Specification Item No. 803S, “Barricades, Signs and Traffic Handling”</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>City of Austin Standard Specifications</strong></td>
</tr>
<tr>
<td><strong>Designation</strong></td>
</tr>
<tr>
<td>Item No. 403S</td>
</tr>
<tr>
<td>Item No. 860S</td>
</tr>
<tr>
<td>Item No. 863S</td>
</tr>
<tr>
<td>Item No. 864S</td>
</tr>
<tr>
<td>Item No. 867S</td>
</tr>
<tr>
<td>Item No. 871S</td>
</tr>
<tr>
<td>Item No. 875S</td>
</tr>
</tbody>
</table>

**City of Austin Standard Details**

- Designation: **803S-1**
  - Description: Street-End Barricades

**Texas Department of Transportation: Standard Specifications for Construction and Maintenance of Highways, Streets, and Bridges**

- Designation: **Item No. 502**
  - Description: Barricades, Signs and Traffic Handling
- Designation: **Item No. 508**
  - Description: Constructing Detours
- Designation: **Item No. 510**
  - Description: One-Way Traffic Control
- Designation: **Item No. 512**
  - Description: Portable Concrete Traffic Barrier
- Designation: **Item No. 514**
  - Description: Permanent Concrete Traffic Barrier
- Designation: **Item No. 662**
  - Description: Work Zone Pavement Markings
- Designation: **Item No. 666**
  - Description: Reflectorized Pavement Markings
- Designation: **Item No. 667**
  - Description: Prefabricated Pavement Markings
- Designation: **Item No. 672**
  - Description: Raised Pavement Markers
- Designation: **Item No. 677**
  - Description: Eliminating Existing Pavement Markings and Markers
- Designation: **Item No. 678**
  - Description: Pavement Surface Preparation For Markings